
EGR VALVES    Pre-code: EGR-/ 150-/ 150

NEW PRODUCT

www.japanpartsgroup.com

01
 0

1 
- 2

01
8

WHAT ARE THEY USED FOR ?

WHY CHECKING ?

Covering 42% of vehicles on the road, Japanparts Group 
presents a range with more than 150 part numbers available 
for Asian, European and American vehicles. The quality 
of Japanparts, Ashika and Japko products is guaranteed 
by the use of first grade materials and by the assembly 
of components in compliance with the specifications 
provided by the manufacturers, guaranteeing complete 
interchangeability with the original parts. EGR valves are 
always provided with installation kits containing all the 
O-rings and seals necessary for installation, so as to avoid
having to buy other parts. The 24-month guarantee makes 
the valves a valid alternative, equal in quality to the original 
product.

The acronym EGR, which stands for Exhaust Gas
Recirculation, describes the function of this component - to 
recirculate exhaust gas. The EGR valve takes a part of the
gas from the exhaust system, conveys it to an exchanger 
to lower the temperature, and sends it back into the intake 
manifold. The gas retrieved in this way (without oxygen) will 
be mixed with the engine intake air and will take part in the 
combustion phase.
Only a small part of the exhaust gas is retrieved through 
the EGR valve - a minimum of 5% and a maximum of 15% 
- enough to lower the temperature of combustion and,
subsequently, nitrogen oxide (NOx) emissions.
The function of the EGR valve is basically to reduce harmful
emissions, which cause environmental pollution linked with
exhaust gases.
The engine control unit coordinates the work of the EGR unit
by managing its modulation. The EGR unit includes one or
more valves, in addition to wires, actuators, and electrical
motors or pneumatic expansion boxes.

The most frequent problem that compromises correct 
operation of the EGR valve is the accumulation of dirt, owing 
to the ongoing contact with exhaust gases and to their 
combination with oil vapour located in the intake. 
The problem is mainly found in diesel vehicles that often 
travel short distances at low speeds. A malfunction in the 
EGR valve is often signalled by the yellow “check engine 
malfunction” light, or by the message “check exhaust 
gases”. Cleaning the EGR valve with specific chemical 
products is not always sufficient, and in many cases even 
damages the valve itself. It is therefore preferable to replace 
the entire valve. A common practise, at the moment, is to 
bypass the EGR valve, but it is worth pointing out that this 
is an illegal action, punishable by law. This is because an 
increase in NOx emissions makes the vehicle no longer 
compliant with reference regulation.

WHAT DO WE OFFER?



















Valves EGR

EGR-W00

DAEWOO MATIZ (KLYA) 0.8

96612545 EGR-W01

CHEVROLET AVEO Tre volumi (T250, T255) 1.2

CHEVROLET MATIZ (M200, M250) 0.8

CHEVROLET MATIZ (M200, M250) 0.8 LPG

CHEVROLET MATIZ (M200, M250) 1.0

CHEVROLET SPARK (M300) 1.0

CHEVROLET SPARK (M300) 1.0 LPG

CHEVROLET SPARK (M300) 1.2

CHEVROLET SPARK (M300) 1.2 LPG

25183477

EGR-W02

CHEVROLET CAPTIVA (C100, C140) 2.4

CHEVROLET CAPTIVA (C100, C140) 2.4 4WD

CHEVROLET EVANDA 2.0

CHEVROLET NUBIRA Station wagon 1.8

CHEVROLET NUBIRA Tre volumi 1.8

4811588 EGR-W03

CHEVROLET EPICA (KL1_) 2.0

CHEVROLET EPICA (KL1_) 2.5

CHEVROLET KALOS 1.4

CHEVROLET KALOS 1.4 16V

CHEVROLET KALOS Tre volumi 1.4

CHEVROLET KALOS Tre volumi 1.4 16V

DAEWOO KALOS (KLAS) 1.4

DAEWOO KALOS (KLAS) 1.4 16V

25182126

EGR-W07

DAEWOO KALOS (KLAS) 1.2

DAEWOO MATIZ (KLYA) 1.0

96291093 EGR-W08

CHEVROLET LACETTI (J200) 1.6

CHEVROLET NUBIRA Tre volumi 1.6

DAEWOO REZZO/TACUMA (KLAU) 1.6

DAEWOO REZZO/TACUMA (KLAU) 1.8

96253548
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